Notice No.4 


Rules and Regulations for the 
Classification of Offshore Units, 
July 2022 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior Notices. Any 
corrigenda included in the Notice are effective immediately. 


Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety. 


Issue date: June 2023 


Amendments to Adoption Date Applicable Date 


Part 1, Chapter 1, Section 5 1 July 2023 1 July 2023 


Part 1, Chapter 2, Section 2 1 July 2023 1 July 2023 
1 July 2023 


Part 1, Chapter 3, Sections 1, 2,3,6&18 1 July 2023 


Part 4, Chapter 8, Section 2 1 July 2023 1 July 2023 


Part 5, Chapter 27 (New) 1 July 2023 1 July 2023 


Part 7, Chapter 1, Section 2 1 July 2023 1 July 2023 


Part 1, Chapter 1 
General Regulations 


7 Section 5 
Applicability of Classification Rules and Disclosure of Information 


5.1 LR has the power to adopt, and publish as deemed necessary, Rules relating to classification and has (in relation thereto) 
provided the following: 


a. Except in the case of a special directive by the Board, no new Regulation or alteration to any existing Regulation relating to 
classification or to class notations is to be applied to existing ships. 

b. Except in the case of a special directive by the Board, or where changes necessitated by mandatory implementation of 
International Conventions, Codes or Unified Requirements adopted by the International Association of Classification 
Societies are concerned, no new Rule or alteration in any existing Rule is to be applied compulsorily after the date on which 
the contract between the ship builder and shipowner for construction of the ship has been signed, nor within six months of 
its adoption. Notification of a new Rule or alteration may be issued on, or shortly after, the adoption date. The notice will 
include reference to the new Rule or marked up rule text showing alterations and any relevant IACS or IMO requirements. 
The date of ‘contract for construction’ of a ship is the date on which the contract to build the ship is signed between the 
prospective shipowner and the ship builder. This date and the construction number (i.e. hull numbers) of all the vessels 
included in the contract are to be declared by the party applying for the assignment of class to a newbuilding. (part only 
shown) 


Part 1, Chapter 2 
Classification Regulations 


: Section 2 
Definitions, character of classification and class notations 


2.9 Descriptive Notes/Supplementary Character 


2.9.11 Lifting appliances which fully meet the requirements for certification by LR (see Ch 1, 1.2 Certification 1.2.5, Ch 12, 3.2 Initial 
Survey of new installations and Ch 13, 2.1 Initial Surveys of LR’s Code for Lifting Appliances in a Marine Environment) and are under 
Periodical Survey by LR (See Ch 12, 3.4 Periodical Thorough Examinations and Ch 13, 2.2 Periodical Surveys of LR’s Code for Lifting 
Appliances in a Marine Environment) are eligible to be assigned a descriptive note LAC at the Owner's request. 


Part 1, Chapter 3 
Periodical Survey Regulations 


1.5 Definitions 


1.5.20 A RaturalA gas or other low-flashpoint fuel installation comprises fuel bunkering, fuelstorage, fuelprocessing and fue} 
delivery to gasfuelled- consumers. The scope of the fuel installation extends from the bunker manifold to the consumer and includes 
any re-liquefaction plant and compressors that are fitted to manage boil off. 


1.7 Preparation for survey and means of access 


1.7.7 Fornatural For gas or other low-flashpoint fuel installations, see also Pt L_-Ch 3 2114 General Pt 1, Ch 3, 23 Fuel 
installations using gases or other low-flashpoint fuels of the Rules and Regulations for the Classification of Ships. 


rT Section 2 
Annual Surveys - Hull and machinery requirements 


2.1 General 


2.1.6 For natural gas or other low-flashpoint fuel installations, see also PtL_Ch 3 2L4 Generale PtL Ch3, 246 Annual 
Pt 1, Ch 3, 23 Fuel installations using gases or other low-flashpoint fuels of the Rules and 

Regulations for the Classification of Ships. 

2.3 Machinery 


2.3.25 For fuel cell installations, see the relevant paragraphs in Pt 1, Ch 3, 24 Fuel cell power installations of the Rules and 
Regulations for the Classification of Ships. 


5 Section 3 
Intermediate Surveys — Hull and machinery requirements 


3.2 Intermediate Surveys 


3.2.12 For natural gas or other low-flashpoint fuel installations, see also PEL-Ch 3.21 Artermediate-Suneys Pt 1, Ch 3, 23 
Fuel installations using gases or other low-flashpoint fuels of the Rules and Regulations for the Classification of Ships. 


E Section 6 
Machinery Surveys — General requirements 


6.2 Complete Surveys 


6.2.14 For natural gas or other low-flashpoint fuel installations, see also PtL-Ch 3,24 HIntermediate-Surveys-and PEL Ch 


Pt 1, Ch 3, 23 Fuel installations using gases or other low-flashpoint fuels of the 
Rules and Regulations for HE Classification of Ships. 


6.2.15 For fuel cell installations, see also Pt 1, Ch 3, 24 Fuel cell power installations of the Rules and Regulations for the 
Classification of Ships. 


= Section 18 
Inert gas systems 


18.2 Scope of surveys 


18.2.4 See PEt Ch-3, PUG Agmual urvove — Goreral Rockdeomonts far buco: Systems O73 Sane Pit Ob 88.8 Connick 
= Pt 1, Ch 3, 23 Fuel installations using gases or other low-flashpoint fuels of the Rules and 
Regulations for the Classification of Ships for inert gas systems on units with Aaturat gas or other low-flashpoint fuel installations. 


Existing Section 21 has been deleted in its entirety. 


Existing Sections 22 and 23 have been renumbered 21 and 22. 


Part 4, Chapter 8 
Welding and Structural Details 


a Section 2 
Welding 


2.2 impactiest requirements Welding procedures 


2.2.4 Fabrications whose thickness exceeds 65 mm are, in general, to be subjected to a pest weld heat treatment Post-Weld Heat 
Treatment, except when justified otherwise by fracture mechanics assessment. Impact tests are required to be made on specimens 
heattreated heat-treated in the same manner as the actual construction. The absorbed energy is to be in accordance with Pt 4, Ch 


8, 2.2 Impacttest reguirements-Welding procedures 2.2.2 and Pt 4, Ch 8, 2.2 tmpacttestrequirements-Welding procedures 2.2.3; 


2.2.5 For high strength structural steel grades with specified minimum yield strength of 890 MPa up to 960 MPa, the hardness 
value in the welding procedure qualification testing shall not exceed 450HV10. 


2.2.6 For high strength structural steel grades with specified minimum yield strength 420 MPa and above, the material delivery 
condition shall be a welding essential variable. Any changes shall require a new qualification. 


2.2.7 For high strength structural steel grades with specified minimum yield strength 420 MPa and above, the carbon equivalent 
shall be a welding essential variable. Where the steel to be welded has a carbon equivalent greater than or equal to 0,45, then an 
increase of more than 0,03 (IIW formula) units or 0,02Pcm units over the value on the procedure qualification test report will require a 
new qualification. 


2.2.8 For welding procedure qualification where CTOD testing is specified, the approval thickness range shall not exceed 0,5t to 
1,1t, where t is the welding procedure qualification test piece thickness. 


Part 5, Chapter 27 
Fuel Cell Power Installations 


a Section 1 
General 


1.1 Application 


il all Requirements for the document assessment, design, construction and survey of fuel cell power installations, including safety 
arrangements of the spaces containing fuel cells and reformers, are given in Pt 5, Ch 26 Fuel Cell Power Installations of the Rules 
and Regulations for the Classification of Ships, which are to be complied with except where otherwise stated. 


Part 7, Chapter 1 
Safety and Communication Systems 


a Section 2 
Fire and gas alarm indication and control systems 


2.10 Fire and gas detection systems for drilling areas on mobile offshore drilling units 


(Part only shown) 


2.10.10 For mobile offshore drilling units, fixed automatic combustible gas detection and alarm systems are to be provided for the 
following areas: 


(c) Ventilation intake of positive pressure explesien-preef driller's cabin or local equipment rooms etc.; 
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